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Number of keys:	 83
Mounting type:	 front panel with threaded bolts
Front platel material:	 aluminium
Key material:	 silicone
Keyswitch technology:	 carbon contacts
Switching cycles:	 approx. 1 mill. (per key)
Operating force:	 1.2 N
Switch travel:	 1.2 mm
Interfaces:	 USB
USB compatibility:	 USB V1.1 compliance
Protection level:	 IP65 static, IP54 dynamic (frontside)
Operating temperature:	 0 °C to +70 °C

Storage temperature:	 -25 °C to +80 °C
Dimensions:	 405 x 135 x 38 mm
Weight:	 650 g
Compliance:		   
  --  Europe:	 CE 
  --  Global:	 REACH,  
   	 RohS self-declaration

SPECIFICATION TRACKBALL

Ball diameter:	 38 mm
Operating principle:	 mechanical

Cat.No. Product description Interface / Layout Accessories description
KG14024 TKG-083b-TB38-MODUL-USB-DE USB / German -
KG14025 TKG-083b-TB38-MODUL-USB-US USB / US -
KY13006 TKY-083-TOUCH/TB-MODUL-GASKET - Cellular rubber seal
Other language versions / interfaces / configurations available on request.

•	 Industrial keyboard with silicone keys as front mounted 
version

•	 Silicone keys allows comfortable and quiet typing
•	 Metal surface ensures high impact protection

•	 Integrated 38-mm trackball for extra precise cusor control
•	 Easy washable because of protection level IP65
•	 To ensure optimum tightness when installing, a rear cellu-

lar rubber seal is optionally available (order No. below)
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TKG-083b-TB38-MODUL

TECHNICAL DATA

 PRODUCT FEATURES

 SILICONE KEYBOARDS WITH METAL FRONT PLATE
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TECHNICAL DRAWING (in mm)

 SILICONE KEYBOARDS WITH METAL FRONT PLATE
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TKG-083-TB38-Modul-1

Gezeichnet

Geprüft

Datum
Name

06.10.2011
05.12.2011

A.Zeeh
A.Zeeh

GETT Gerätetechnik GmbH
Mittlerer Ring 1
D-08233 Treuen
Tel. 037468/660-0; Fax. -66

Maßstab:          (bei A2)
Rohmaterial:
Materialdicke:

Freimaßtoleranz
DIN ISO 2768
T1-
T2-

Oberfläche

EN AW
5754 0/H 111

1:2

Maße

  

TKG-083-TB38-MODUL

 

Masse:
-

 

Maßeinheit
mm

Schutzvermerk ISO 16016
beachten

405,00

135,00

2,50

27,85

38,00

10,00

M3

395,00

132,00

125,00

5,00

5,00

15,91

388,40

118,40

Vorschlag für Einbauausschnitt


